


INFRATECH. vy may NEVER ha

WHETHER FOR WORK OR RECREATION, Infratech Comfort He
outdoor areas into comfortable inviting spaces. A low cost, energy

* Restaurant/home patios * Pools and spas, gazebos
* Factory areas and garages * Spot heating for work stations

W-SERIES

Single Element
Up to 4000 Watts
13,684 BTU's

WD-5ERIES

Dual Element
Up to 8000 Watts
27,296 BTU's

MAKES OUTDOOR LIVING EASY ... EVERY DAY OF THE YEAR!
Extend your backyard fun with Infratech’s W-Series Infrared Comfort Heaters

Hotel and restaurant patio dining

Sundecks and balconies

Enjoyable evenings oulside
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Elush mount tnstallations Clubonse and poolside patios Comfortable hieat while relax
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ve to move inside again! —

aters turn cold indoor and — _ =
efficient solution ideal for: '

* Outdoor smoking areas
* Valet parking

The W-Series Heater incorporates a specially
designed electric quartz heating element that
produces safe infrared radiant energy. ¥,
Radiant energy is only absorbed by solid - A BT _1"*"3”_ '
objects and is not wasted heating the air. In 28k - i POLE MOUREE

addition, Infratech heaters emit no harmful HEATESS

ultraviolet rays.

Warmth at poolside

S ince there are no open flames or carbon .
monoxide emissions, mounting clearance require- * Suitable fﬂf Indoors or Outdoors -

ments are minimal. W-5eries fixtures can be installed Cgﬂfng; Wall, or Flush Mount

at lower mounting heights, under canvas, wood » Mountine brackets included
awnings, eaves and in interior locations. Adjustable 8

swivel mounts allow for ceiling or wall installation. * Low cost of ownership
Short standoffs allow the fixtures to seamlessly blend * Minimal clearance rgquiremgnts
ki wtth iy Tesiaccant x pado decar, * Quartz elements rated for 5,000 hours
Sclid state and analog controls are available for * No maviﬂg Pﬂrts - low maintenance
intensity adjustment including multiple zones, timers  _ :
and home system integration. EﬂSIIy reg ulﬂt:Ed heat output
* No tanks to fill
* One-year warranty
* UL Listed

Lowr muonenting heights and under canvas

CUSTOM APPLICATIONS

INFMTECH'S parabolic FOR COMMERCIAL OR
reflector is made of a RESIDENTIAL ENVIRONMENTS
special corrosive ' o
resistant alloy,
an important
feature for
humid climates
or coastal areas.

W20 T-Bar
Flush Mount Frame
{ Anwnilable fr While
ieraf Shiriless Steel)

ng on your terrace or working in your garage or shop, Heal-np officefwarehouse space



INSTALLATION OPTIONS

W-HEATERS LENGTH WATTS CONTROL OPTIONS
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SAMPLE INSTALLATION USING SOLID STATE CONTROL OPTIONS FOR MULTIPLE W-SERIES HEATERS

OFTION #1 2 X Single Zone Remotes (F30-4032)

1% 2 Zone Main Pane! (£30-4052)
WD-40 {4‘m WATTS, HEQuuteuf:mm‘{; !m'trul [remotes in differant iocations) z _'_"‘ #1
1. OPTION #2 1 Single Zane Remote (#30-4037) ]
1 X 2 Tone: Main Pared |F30-4052) Lo VDL
Reguiate 4 heaters simultancousty {saglo bbcation remado) S
WD-40 (4,000 WATTS) OFTION &3 1 X Twa Zone Remote (#30-40053)
T 1 X 2 Zona Main Panel (#30-4052)
§ =% Regutate 2 heaters per control (single location remete)
WD-40 (4,000 WATTS) / NOTE: MAXIMUIM 5,000 WATTS PER L’m/
W
R G~
WD-40 (4,000 WATTS)
OFTION 84 it 1% Four Zone Remote (#30-4005)
SAMDES 1% 4 Zona Main Fanal (#30-4054)
& é & é + L Fegulats 4 peaters indtvidually per cantrod (single location ramote)
NOTE: THERE MUST BE AT LEAST OME ZOME IN
MAIN PANEL FOR EACH REMOTE CONTROL
GLOSSARY
x One Zone Remote = = | TwoZone Remote - |~ B0 Minute Timer Option
A | On/Off Switch & | Analog Control Anaiog Cantrol A can be added to any
L - @ W @ @ N @ 9 Remote Analog Control
— Duplex = = wm |Three Zone Aemote { m = = = | Four Zone Remaote
‘ o | ﬂmngsmh i @ @ | Analog Contral @ & @ @ | Analog Controd
g AVET,
z Il Power)
. W20 & W30 Main Panel
INF-10 (120 V : : Flush Mount ®| (Determined by number
® inF-20 (290 : : Piaster Frames of heaters and zones)
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Choosing Your W-Series Heaters:

W-Series Single Element Heater STEP #1 -
' \WERAGE COVERAGE ARE. Determine the approximate measurements and
mounting heights of the area you want coverage.
STEP #2 -
Choose the size heater(s) that will work both
functionally and aesthetically (coverage area,

length of heater, color of heater, ceiling, wall, or
flush mount) for your installation.

9’ 6 |7 |8 )10

W-15

5 (1500 WATTS)

SUGGESTED STEP #3 -
MOUNTING HEIGHTS Review installation table and choose (to fit your
6 -8 budget) between value control options or infinite

adjustment with solid state controls.
(Professional installation is suggested)

STEP #4 -
Turn on and enjoy the outdoors in comfort!

5 W-20 (2000 watts) 7' -9

7 W-25 (2500 watts) 7' - &'

8 \W-30 (@ooo watts) 7' -9’

Sample Control Options

10' W-40 (4000 Watts) & - 11" wounrie weicirs

WD-Series Dual Element Heaters .
e Simple, Low Cost
| CRAGE "OVEBRAGE ARFA Input Regulators

(Maximum 15 AMPS)

1

ik ;.___-:.' |

WD -40 One Zone Remote Analog Control

(4,000 WAITS) {'r I i — 9 “-' B
; 1 H s @ I

SUGGESTED
MOUNTING HEIGHTS Two Zone Remote Analog Control

8 -12 with 60 Min, Timer Option

: -
|' |

9 WD-50 (5000 watts) &' - 12° =
[ ]

WD-GU (6000 Watts) 10" - 14 Mmﬁ"ﬁuﬁ?ﬂ?&gm \l).
Main Zone Control Panel

NOTE: Indoor or well-protected environments will generally exceed average.
Heaters can provide less than average coverage in extremely cold/windy conditions.



